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!r.~t: EXTENSION n. 05/15
~
FGH~ to EC-Type Examination Certificate CESI 02ATEX015X

Equipment: lnductive transducer type ETHA-4/.

Manufacturer: ATOS S.p.A.

Address: Via alla Piana, 57 - 210 18 Sesto Calende (Varese) - Italy

Admitted variation
• Updating to EN60079-0 (2012) and EN60079-31 (2014) standards.
• Updating nameplate for multi-certification ATEX I IEC EX l ...
• Updating ofthe documentation.

The details ofthe admitted variations are specified in the descriptive documents annexed to this extension.

Marking

The equipment shall be marked as follows:

~ II 2G Ex d I1C T6, T5, T4 Gb

~ II 2D Ex tb mc T85 -c, TIOO -c, T135 -c Db
IP66/67

The temperature class and/or the maximum surface temperature are function ofthe ambient temperature:
Tamb: -40°C I +40°CI+70°C.

Electrical characteristics
Ali electrical characteristics remain unchanged.
Detailed characteristics are reported in the descriptive documents annexed to the certificate.

This extension and annexed descriptive documents must be annexed to the EC- Type Examination Certificate
CESI 02A TEXO 15X.

This document may only be reproduced in its entirety and without any change.

Date 21 May 2015 - Translation issued the 21 May 2015

Verified Approved
Roberto Piccin

(ESI S.p.A.

Via Rubattino 54
1-20134Milano - Italy
Tel: +390221251
Fax: +390221255440
e-mail: info@cesi.it
www.cesi.it

(Robe
Capitale sociale (8.550.000 interam nte ver o
C.F. e numero iscrizione Reg. Impre e i Milano 00793580150
P.I. IT00793580150
N. R.E.A.429222

PRO N. 018B
Membro degli Accordi di Mutuo
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CESI
EXTENSION D.05/15

to EC-Type Examination Certificate CESI 02ATEX015X

Report n. EX-B50 I0825.

Routine test
Unchanged.

Descriptive documents (prot. EX-B50 10836)
- Technical Note n. SAS-563-D/O (pg.2)
- Safety Instructions n. TTl90-5 (pg.3)
- n. 4 -ETHA-21 0000- I rev. I
- n. 6 -ETHA-I 00050
- Declaration of Conformity TTI87/4 (fac simile)

One copy of ali documents is kept in CESI files.

dated
dated
dated
dated
dated

08.05.2015
11.05.2015
25.03.2015
25.03.2015
08.05.2015

Special conditions for safe use (X)
Beginning from this extension the "X" sujJìx is added to the cESI 02ATEXO 15 certificate number and it becomes
CESI 02A TEX015X for the insertion of the following special condition for safe use:

• The flamepaths are specified in the manufacturer drawings. For information regarding the dimensions of the
flameproofjoints the manufacturer shall be contacted.

• The characteristics ofthe connecting cables and ofthe accessories used for cable entries shall be suitable for the use in
the ambient/operating temperature of the transducer. For the selection of the operating temperature of the cable,
depending on the installation and 1 or operation temperatures of the transducer, refer to the Safety Instructions
provided by the Manufacturer. The accessories used for cable entries shall be certified separately and suitable for the
installation hazardous area.

• Information relating to use, installation, repair and maintenance of the equipment are included within the safety
instructions.

Essential Health and Safety Requirements
The Essential Health and Safety Requirements are assured by compliance to the following standards:
• EN 60079-0: 2012 - Explosive atmospheres - Equipment - Generai requirements.
• EN 60079-1: 2007 - Explosive atmospheres - Equipment protection by flameproof enclosures "d".
• CEI EN 60079-1: 2008 (annex I) - Explosive atmospheres - Equipment protection by flameproof enclosures "d".
• EN 60079-31: 2014 - Explosive atmospheres - Equipment dust ignition protection by enclosures "t".

This document may only be reproduced in its entirety and without any change
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Dichiarazione di conformità
Declaration of conformity

TT187/4

Atos spa

CE
La Ditta / The Company

ATOSs.p.a.
21018 Sesto Calende /Italia

via alla Piana 57

Dichiara con la presente la conformità al Prodotto / herewith dec/ares conformity of the Products

Prodotto / Product Tipo / Type

TRASDUTTORE INDUTTIVO
INDUCTIVE TRANSDUCER

ETHA-4/*

Modo di rotezione / Protection mode

Il 2 G Ex d IIC T6, T5, T4 Gb

Il 2 D Ex tb IIIC T85°C, T1oo-c, T135°C Db IP66/67

Certificato / Certificate CESI 02 ATEX 015 X
In accordo alle norme sottostanti / in accordance with the below applicable regulations
Direttive CEE applicabili / applicable EC Directive

12004/108/cE) 194/9/CEj

In quanto conforme alle Norme Europee Armonizzate / As in accordance to the European Armonized Standards

EN 61000-6-1

EN 61000-6-3

EN 60079-0 (2012)

EN 60079-1 (2007) EN 60079-31 (2014)

CESI
protocollo

85010836
allegato al certificato

Organismo Notificato I Notified body n° 0722 CESI 02 ATEX 015 X 21/05/2015
Notifica / Notification CESI 02 ATEX 034Q

Data/Date: 08.05.2015 Firma/Signature: . Pago 1/1




