
















CESI 

EXTENSION D. 02/12 
~ 
FGH 
~ to EC-Type Examination Certificate CESI 03A TEX057X 

Equipment: Explosion proofsolenoid series OA-; OZA; MZA-A-

Manufacturer: ATOS S.p.A. 

Address: Via alla Piana, 57 - 21018 Sesto Calende (Varese) - Italy 

Admitted variation 
• Standard EN 60079-0: 2009, EN 60079-1 :2007 upgrade. 

Marking 
The equipment shall be marked as follows: 

~ 1M2 Exd 1Mb 

This extension and annexed descriptive documents must be annexed to the EC-Type Examination Certificate 
CESI 03A TEX057X. 

This document may only be reproduced in its entirety and without any change. 
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CESI 

EXTENSION D. 02/12 

to EC-Type Examination Certificate CESI 03ATEX057X 

Electrical characteristics 

All electrical characteristics are unchanged. 

Maximum surface temperature and temperature on t/le supp/y cab/es related to t/le maximum ambient temperature 

Solenoid type Tamb. Max surface temperature Cable temperature 
Max ambient temperature (0C) (0C) (0C) 

OAM OAMlWP 70 150 ~90 

OAM OAMlWP 45 150 --
OZAM-A OZAM-A/WP 60 150 ~ 110 

OZAM-A OZAM-AIWP 40 150 ~90 

MZAM-A 60 150 ~ 110 

MZAM-A 40 150 ~90 

OZAM-T 60 150 ~ 110 

OZAM-T 40 150 ~90 

Transducer type Tamb. Max surface temperature Cable temperature 
Max ambient temperature eC) (0C) 

70 150 

40 150 
ETHAM-4 

60 150 

40 150 

Note l : when connected to mechanical parts from which the max surface temperature is not intluenced 
Note 2: information shown only ifthe transducer is connected to the solenoid type OZAM-T 

(0C) 

~90 

--
~ 110 

~90 

notes 

I 

I 

2 

2 

A label shall be provided on the outside of the electrical apparatus as a guide for cable selection by the user (par. 16.5 of 
EN 60079-0 Standard). 

Installation conditions 
• The solenoids shall be installed on a metallic base with a volume ofminimum 0.2 dm) for each valve. 

• The characteristics of the cables and of the accessories used for cable entries shall be suitable for the use in the 
ambientloperating temperature of the solenoid. The accessories used for cable entri es shall be certified according to 
EN60079-0 and EN60079-1 Standards. 

• If cylindrical threads are used, the coupling between the cable gland and the enclosure shall be provided by block to 
prevent loosing. 
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CESI 

EXTENSION 0.02/12 

to EC-Type Examination Certificate CESI 03A TEX057X 

Routine test 
The manufacturer shall carry out the routine tests prescribed at paragraph 27 ofthe EN60079-0 and at paragraph 16 of 
the EN60079-1 Standard. 

Explosion proof solenoids. 
The manufacturer is exempted from the overpressure test since the solenoids have been submitted to an overpressure test at 
33 bar, corresponding to four times the reference pressure. 
The actuators are submitted to an individuai overpressure test to verify the functionally suitability at the rated operating 
pressure. 

Inductive transducer 

The manufacturer is exempted from the routine overpressure test since the transducers have been submitted to an 
overpressure test at 38 bar, corresponding to four times the reference pressure. 

Report n. EX-B2008531 

Descriptive documents (prot. EX-B2008547) 
- n. SAS-528-D/0 
- n. Tf23/3 (pages 5) 
- n. T-641/BT-1 
- n. T-642/BT-1 
- Declaration of conformity TI33/3 

One copy of ali documents is kept in CESI files. 

Essential Health and Safety Requirements 

dated 14.02.2012 
dated 16.02.2012 
dated 15.02.2012 
dated 15.02.2012 
dated 15.02.2012 

The Essential Health and Safety Requirements are assured by compliance to the following standards: 
• EN 60079-0: 2009 - Electrical apparatus for explosive atmospheres - Part O: generaI requirements . 
• EN 60079-1: 2007 - Explosive atmosphere - Part I: equipment protection by explosion proof "d". 
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Dichiarazione di conformità 
Declaration of conformity 

TT3313 ~ . A 
Atos spa (b!JW5 ~ 

La Ditta I The Company 

CE 
ATOS s.p.a. 

21018 Sesto Calende / Italia 
via alla Piana 57 

Dichiara con la presente la conformità al Prodotto I herewith declares conformity of the Products 

Prodotto I Product Tipo I Type 

SOLENOIDI ANTIDEFLAGRANTI 
EXPLOSION-PROOF SOLENOIDS 

OAM OAMlWP 
OZAM OZAM-AlWP 

TRASDUTTORE INDUTTIVO 
INDUCTIVE TRANSDUCER 

Modo di protezione I Protection mode 

CERTIFICATO CESI 03 ATEX 057 X 

MZAM-A 

ETHAM-4r 

® 1M2 Exd l Mb 

In accordo alle norme sottostanti I in accordance with the below applicable regulations 

Direttive CEE applicabili I applicable EC Directive 

12004/108/C§ I 94/9/C§ 

In quanto conforme alle Norme Europee Armonizzate I As in accordance to the European Armonized Standards 

EN 61000-6-1 [KJ EN 60079-0 (2009) []l 

EN 61000-6-3 []] EN 60079-1 (2007) []l 

CESI 
Organismo Notificato I Notified body n° 0722 protocollo 

Notifica I Notification CESI 02 AlEX 034 Q 
82008547 

allegato a l certificato 

CESI 03 ATEX 057 X 15/03/2012 
Data Firma 
Date: ..... .... .... . Signature: .. ... .. .. ... ..... ... . Pag. 1/1 








